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501 90th Avenue NW

Minneapolis, MN 55433 USA

Factory phone: +1, 763-783-2500 Fax: +1 763-783-2752


	ε scan Application Data Sheet

	Company:
	

	Contact:
	

	Address:
	

	
	

	
	

	Telephone:
	
	Fax: 

	Email Address:
	

	Final Product:
	

	Return To:
	darrel.butler@thermofisher.com (fax  US + 1, 512-266-6561) or rick.cash@thermofisher.com

	Thermo Rep
	

	Stream Composition Data:

	Constituent/s to be measured:
Name:
	Concentration Range
	Accuracy

	
	Min
	Typical
	Max
	Units
	Required
	Desired

	1.
	
	
	
	
	
	

	2.
	
	
	
	
	
	

	3.
	
	
	
	
	
	

	4.
	
	
	
	
	
	

	Current Primary-Lab measurement method:
	
	
	

	Current Process measurement method:
	
	
	

	Stream Process Conditions:

	Background constituent/s:
	Range
	Phase

	Name:
	Min
	Typical
	Max
	Units
	Liquid/Solid/Gas

	1.
	
	
	
	
	

	2.
	
	
	
	
	

	3.
	
	
	
	
	

	Process pH 
	
	
	
	
	

	Process temperature
	
	
	
	
	

	Process pressure 
	
	
	
	
	

	Process viscosity (describe)
	
	
	
	
	

	Is salt present in the process?  Yes/No (describe)
	

	Is metal present in the process?  Yes/No (describe)
	

	Is “side-stream” or “by-pass” an option?     Yes/No
	

	Analyzer Environment:
	Sensor Chamber
	Sensor Controller

	Location:  Indoor or Outdoor?  (Chamber must be within 15’ of Controller and HMI must be within 50 feet of Controller)
	
	

	Ambient Temperature Range (Fahrenheit or Celsius)
	Min
	Typical
	Max
	Units
	Liquid/Solid/Gas

	
	
	
	
	
	

	Electrical Classification


	Class
	
	

	
	Div/Zone
	
	

	
	Group
	
	

	Choose chamber pipe size (4 or 6 inch) and end connections desired (Tri-Clamp, Threaded, Flange, I-Line, other) 

	Sanitary Classification required at Sensor Chamber (USDA, 3A, BISCC etc):

	Cleaning/wash down procedures and chemicals used:

	I/O Interface:  Four, 4-20mA current with remote Ethernet access:

	Special Considerations:

Bubbles

Multiple Phases
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